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FEATURES & BENEFITS

¢ Compatible with building automations system controllers.
e Control large shades with 6Nm of torque and 33rpm.

¢ Constant power.

¢ Manually set and adjust the limits of M6 motors.

« HD Adapter for double bracket installations.

HARDWARE
COLOUR MOTOR
RANGE E6
) M6
pure white
CONTROL
WEBPAGE LINK SMART HOME
E E PUSH REMOTE
: - BRACKETS
.E SINGLE | LX M40
[=] SINGLE COVERS
DOUBLE
MOTOR
HARDWARE TUBES
S40/545 SERIES
S60 SERIES
BOTTOM RAILS
REFER TO PAGE
KEY SYSTEM FEATURES
BUILDING AUTOMATION SYSTEM CONTROLLERS ACHIEVE LARGER WINDOWS OR HEAVIER SHADES
‘—~
Pan
M6 AC Motor integration with smart building controllers. 6Nm TORQUE, 33rpm SPEED
MANUAL AUTOMATE M6 LIMIT SETTING AUTOMATE E6 CONTROLLERS
[
Manually set/adjust the limits of the M6 motor Compatible with Automate ARC range of controllers.

without electronic wireless controllers.

MEDIUM SYSTEM UPGRADES & OPTIONS:

S45 TO S60 WIRE GUIDE EASY-LINK MOUNTING RAIL FRS VALANCE P95 PELMET CF90
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https://www.automateshades.com/au/products/
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TECHNICAL DATA

SINGLE
BRACKETS PITCH
40mm
LX M40 RBO8
55mm
40mm
LX M40 RBO9
55mm
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WIDTH

2.00
2.20
2.40

ONm

2.60

2.80
3.00
3.20
3.40
3.60
3.80
4.00

PARAMETERS:

FABRIC DENSITY: 390gsm
FABRIC THICKNESS: 0.6mm
WEIGHT BAR: D30 Bottom Rail
TUBE DEFLECTION: 1.05mm/m

SPECIFICATIONS

WIDTH
50mm
50mm
50mm
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DOUBLE BRACKETS

SLIM PROFILE/SQUARE-X

SLIMLINE-X

@ MAX ROLL
SLIM PROFILE | TOP-FRONT
MAX ROLL Fabric Roll Options
70mm rl W
|
65mm \ J K vy
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AC MOTOR DEDICATED SINGLE BRACKETS

Brackets designed to handle the increased motor capacity.

DOUBLE BRACKET COMPATIBILITY

The HD Adapter increases the strength of the bracket for optimal
compatibility with the Rollease Acmeda 6.0Nm motors.

LIFTING
CAPACITY S45 LT
6Nm 28.3kg
CONTROL MINIP{I/\L/JllgTSHHADE
OPTIONS
(no covers)
E6 674mm
M6 567mm

TUBE
S45 STD S45 HD
27.7kg 25.0kg

TUBE DEDUCTIONS

NO BRACKET WITH BRACKET
COVERS COVERS
30mm 32mm
30mm 32mm

TUBE WIDTH = SHADE WIDTH - [CONTROL + IDLER]
DOUBLE BRACKETS = ADD 2mm to all values in above table.

Minimum Shade Width based on 5mm gap between hardware in tube.

SHADE WIDTH g

TUBE WIDTH

14mm RBO9Y IDLER

CONTROL 16mm

SLIM PROFILE | TOP-BACK
Fabric Roll Options

d i

SQUARE-X
Fabric Roll Options

E) ED

SLIMLINE-X
Fabric Roll Options


https://www.texstyle.com.au/collections/balmoral
http://www.texstyle.com.au/collections/balmoral
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