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MOTORS | SUMMARY

AUTOMATE MOTORS ARE COMPATIBLE WITH THE FOLLOWING:

Li-ion DC AC
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1.1Nm p p

2.0Nm p p

3.0Nm p

6.0Nm p p
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R Lithium-ion Battery p p

DC 12V Low Voltage p

AC 240V Mains p p
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Zero Motor Head p p

Motor Cap p p

Ultra Quiet p p

Elegant Soft Stop p p

Battery Check Action p p

Micro USB Charging p

Secure Hold p p p

Simplified Retro-Fit p p

Bidirectional Communication p p p p

Adjustable Speed p p p

Simplified Setup p p p p

Favourite Positioning p p p p

Precise Limit Adjustment p p p p

Electronic Limit Setting p p p p

Mechanical Limit Setting p

Push Remotes p p p p

Pulse 2 Hub & App p p p p

Wall Switch p p p p
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Solar Panel V2 p

Internal Sun Sensor p p p p

ARC Repeater p p p p

ARC Relay Module p p p p

DC Power Distribution Panel p

Rechargeable Battery Pack p

Extension Cables p p p

Wall Charger p p

Li-ion DC AC

KEY FEATURES SUMMARY

SIMPLIFIED RETRO-FIT

p pMotor can replace a chain winder without 
modifying the hardware, maintaining a 
minimal hardware gap.

PATENTED MOTOR HEAD DESIGN

p p
Offers the smallest light gap and antenna 
cable can be concealed within the motor 
head.

INNOVATIVE MOTOR CAP

p p
Optional, custom designed accessory for no 
visible wires.

ELEGANT SOFT STOP

p p
Slows the motor down prior to reaching 
shade limits, coming to a gradual stop.

MICRO USB CHARGING

p
Custom motor charger not required. Utilise 
any micro USB cable and charger to renew 
battery.

12V

CONTINUOUS POWER

p
A continuously powered solution that has 
three optional 12V power sources.

12V

CONTINUOUS POWER

p
A continuously powered solution connected 
to the mains 240V electrical grid.

BATTERY CHECK

p
When paired with Push series remotes, 
motor will move shade to indicate battery 
percentage remaining.

NARROW SHADE WIDTHS

p
Shades can be made at a minimum width of 
432mm and powered using external battery 
pack for door shading applications.

RELIABLE OPERATION

p
Hardwired installation prevents interference 
from other devices.

240V
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