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EASY-SPRING ULTRA/WAND 

COLOUR
RANGE

pure white

WEBPAGE LINK

• An effortless semi-automatic rise of shade through the tug of the Bottom Rail.
• On-site fine tuning of shade’s top limit through innovative Limiter design.
• Decelerator provides controlled auto-rise & stop of shade.
• Optional wand control for hard-to-reach installations in Right and Left hand orientation.
• A child-safe chain & cord-free system solution.

EASY-LINK MOUNTING RAIL FRS VALANCE P95 PELMET CF90

SPRINGS

SEMI AUTOMATIC RISE SPRING CONTROL WITH TENSION ADJUSTMENT

1. Tug Hem bar downwards
and release.

2. Shade will auto-rise
to top limit.

Rotate spring Control head to add/remove  
tension of spring while shade is installed.

SECURE TENSION DURING TRANSPORTATION WAND CONTROL OPTION

Pre-tension Retaining Clip  
is easy to locate + detatch after installation.

Access hard to reach installations with Easy Spring Wand.
(Control shade by Wand or Bottom Rail).

2.1.

TUBES

BOTTOM RAILS

CONTROLS

 SPRING 

 WAND

BRACKETS

SPRING BOOSTERS

 COMPACT

 SHORT

 LIGHT
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 HEAVY DUTY

https://www.youtube.com/watch?v=3EUri0fzjP0
https://www.rolleaseacmeda.com/au/products/product-detail/easy-spring-ultra_au_eu


TECHNICAL DATA

TUBE CAPACITY SYSTEM CAPACITY
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PARAMETERS: 

FABRIC DENSITY: 420gsm

FABRIC THICKNESS: 0.6mm

WEIGHT BAR: D30 Bottom Rail

MIN WIDTH = 460mm

SEE ESU_W Pretension Charts 
FOR FURTHER INFORMATIONOUTSIDE ESW USER EFFORT ----------

S45 STD

S45 HD

LINKED

OUTSIDE PRODUCT SPECIFICATION

TUBE

EASY-SPRING S45

WIDTH
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EASY-SPRING SPECIFICATIONS

BOOSTER SIZE
MINIMUM SHADE WIDTH TUBE DEDUCTION**

ULTRA WAND ULTRA WAND

COMPACT* 462mm N/A

35mm 34mm

SHORT 580mm 675mm

LIGHT 762mm 857mm

STANDARD 915mm 1010mm

HEAVY DUTY 1042mm 1139mm

*Add 18mm to minimum shade size for Universal Limiter

**Add +2mm to tube deductions for bracket covers.

TUBE WIDTH = SHADE WIDTH - [TUBE DEDUCTIONS]

Minimum Shade Width based on 5mm gap between hardware in tube.
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ACMEDA 09 Sep 2020DRAWN:

www.rolleaseacmeda.com-

-ITEM DESCRIPTION:

PRODUCT SPECIFICATION SHEET

ITEM CODE:

SINGLE 
BRACKETS

SPECIFICATIONS
MAX ROLL

PITCH WIDTH HEIGHT

LX 40mm 50mm 65mm 75mm
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 MAX ROLL  MAX ROLL 

SLB660DBH
DOUBLE HORIZONTAL SKYLINE BRACKET SET DOUBLE VERTICAL SKYLINE BRACKET SET

SLB660DBH SLB660
SKYLINE BRACKET

RB08-4151-xxx040
LX BRACKET COVER 40mm

SL01-0306-xxx040
SKYLINE LX BRACKET

RB09-0352-xxx040
EASY-LOCK LX INSTALLATION BRACKET | S45

RB09 SQUARE-X DOUBLE EASY-LOCK BRACKET | S45
RB09-8384-xxx122

RB08-8398-xxx148
SLIM PROFILE DOUBLE BRACKET - TOP BACK
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SLBCxx
SKYLINE BRACKET

SLB660
SKYLINE BRACKET MAXROLL

RB40-9355-xxx040
M40 RB09 H/D EASY-LOCK LX INSTAL. BRACKET | S45
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ITEM DESCRIPTION:

PRODUCT SPECIFICATION SHEET

ITEM CODE:

HOLDING 
CAPACITY

TUBE

S45 LT S45 STD S45 HD

COMPACT 1.6kg 1.5kg 1.4kg

SHORT 1.5kg 1.5kg 1.3kg

LIGHT 2.1kg 2.1kg 1.9kg*

STANDARD 4.3kg 4.2kg 3.3kg*

HEAVY DUTY 4.9kg 4.4kg* 3.3kg*

*Limited by system capacity

EASY-SPRING BOOSTER SPECIFICATIONS

EASY-SPRING COMPONENTS COLOUR CODED FOR ASSEMBLY

SYSTEM CAPACITY

LEFT HAND CONTROL RIGHT HAND CONTROL

COMPACT BOOSTER BOOSTERS

SHADE SIZE:
462mm-579mm

SHADE SIZE:
Greater than 580mm

COMPACT LIMITER
MAX TURNS: 15

MAX DROP: 2.2m

UNIVERSAL LIMITER
MAX TURNS: 33
MAX DROP: 4m

Compact Booster is an all in one design, with 
Control, Booster and Decelerator combined.

Booster assembly requires:
• Control
• Booster

• Decelerator

Left Hand control only. Left Hand & Right Hand control options.

Not compatible with Easy Spring Wand.
Compatible with Easy Spring Wand. 

Shade size greater than 675mm.

BOOSTER + CHAINFREE CONTROL ASSEMBLY

BOOSTER + DECELERATOR ASSEMBLY

BLUE Decelerator to 
RED Connection

Attach to BLUE Connection

RED Decelerator to 
BLUE Connection

Attach to RED Connection

https://www.texstyle.com.au/collections/balmoral
http://www.texstyle.com.au/collections/balmoral
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