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DISCLAIMER

INTRODUCTION

This Assembly manual for Easy Spring Wand has been produced by Rollease Acmeda to supply the necessary information for the safe and correct assembly of Easy 

Spring Wand.

DISCLAIMER

Rollease Acmeda has used reasonable care in preparing the information included in this document, but makes no representations or warranties as to the 

completeness or accuracy of the information. Information is supplied upon the condition that the persons receiving the information will make their own 

determination as to its suitability for their purposes prior to use. Rollease Acmeda assumes no liability whatsoever for any damages incurred by you resulting 

from errors in or omissions from the information included herein. Rollease Acmeda reserves the right to make changes without further notice to any products to 

improve reliability, function or design.

COPYRIGHT

COPYRIGHT © ROLLEASE ACMEDA

All rights are reserved. No part of this document may be reproduced or utilised in any means, by any means, electronic or mechanical including photocopying, 

recordings, or by any information storage or retrieval system, without the express permission from Rollease Acmeda.
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SECTION A | SYSTEM DETAILS

OVERVIEW

1.	 CONTROL:

•	 A - Booster Universal: 1.5” /S45

•	 C - Booster Decelerator: 1.5”/S45

•	 D - Connector: 1.5”/S45

•	 E - Wand Control

2.	 LIMITER:

•	 A - Limiter - Single Stop | Universal

•	 B - Limiter - Single Stop | Universal Short

3.	 ALUMINIUM TUBE:

•	 1.5”/S45 LT/STD/HD

4.	 BRACKETS:

•	 A - Bracket: 1.5”/LX

•	 B - Bracket Cover: 1.5”/LX

5.	 WEIGHT BAR:

•	 D30/External Hem Bar

6.	 FABRIC:

•	 See Texstyle

SYSTEM INDEX:

GENERAL SCHEMATIC

1A
1D

1E

1B

2A

3

4A

4A

4B

5

6

4B

2B

 NOTE

•	 This configuration is primarily shown throughout manuals; 
Left-handed, Back Roll.

•	 The side of the wand control determines what handing the 
Shade is.

TOOLS REQUIRED

Screwdriver –  
Philips Head & Flat Head

25mm Ratcheting Wrench1
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SECTION A | SYSTEM DETAILS

TUBE OPTIONS

SYSTEM OPTIONS

SYSTEM UPGRADE OPTIONS | LX BRACKETS

EASY LINKP95 SEMI 
CASSETTE

MOUNTING RAIL

1.5” BRACKET ADD ONS

CASSETTE 
80/100/120

SQUARE  
FASCIA

LINK SYSTEMS
 NOTE

Cassette 
80/100/120  
brackets are  
required to  

assemble shade

CF90  
ROUND/SQUARE

SQUARE  
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WHITE

pure white
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SECTION B | PREPARATION

TUBE ASSEMBLY

WEIGHTBAR ASSEMBLY

2 4a

Attach fabric using the 
fabric feeding funnel

4b

Attach and secure T-Spline for tube1

Secure spline for weightbar2

Double Sided Tape

1 Attach fabric onto tube if using double sided tape

Double Sided Tape

3

Bubble Seal

Ballast

Fabric Brush

Attach one end cap Attach accessories Attach fabric and the 
remaining end cap

Once fabric is attached, 
remove the funnel

Attach the end cap
Optional

Optional

 NOTE

 

T-Spline is not 
needed if double 
sided tape is used

 NOTE

 

Use staples 
when using 
one wrap on 

the spline

 NOTE

Minimum 2 full 
wraps of fabric 

on the tube
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SECTION C | ASSEMBLY

CONTROL ASSEMBLY

Insert limiter into tube1

IDLER ASSEMBLY

 CONFIGURATION CHECK

Left Hand  
Control

Right Hand  
Control

Snap connector to the 
booster

4

Blue
Red

 CONFIGURATION CHECK

LH Control

RH Control

 CONFIGURATION CHECK

LH Control

RH Control

Snap decelerator to the 
booster

5 Attach wand assembly to 
the connector

6

Blue
Red

Insert wand assembly into the tube7

 NOTE

Booster must not be  
pre-tensioned
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SECTION D | PRE-TENSION

PRE-TENSIONING

 NOTE

Hold the shade and use the Socket 
Ratchet to rotate the adjusting 

Shaft in an anti-clockwise direc-
tion enough to release the booster 
lock. The ratchet will spring back 

under the spring tension

  PRE-TURNS CHECK

Use 5mm Ratchet Socket to pre-tension the shade1

 DIRECTION OF PRE-TURNS CHECK

LH Back Roll 
Clockwise

LH Reverse Roll 
Counter-Clockwise

RH Back Roll  
Counter-Clockwise

RH Reverse Roll 
Clockwise

Rotate 90° in the 
direction of pre-turns then 
release to lock tension

2

90° 45° 45°

If Required
Rotate 45° in the direction of pre-turns then 
release to un-lock tension

3

90°

SECTION E | DISASSEMBLY (IF REQUIRED)

EASY SPRING WAND DISASSEMBLY

Wedge off control using 
flat head screwdriver

1 Rotate and twist off 
connector from booster

2 Wedge off dcecelerator 
by twisting screwdriver 
at the 2 clip points

3

Point 1

Point 2

Refer to the  
pre-tension charts 
to find the number 
of preturns 
required 
Scan the QR Code
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OPEN SYSTEM

SECTION F | PREPARE & PACK ASSEMBLIES FOR INSTALLATION

CASSETTE 100 CASSETTE 110

2 2

1
1

3
3

2 2

4 4

LX 1.5”

1.	 Shade Assembly

2.	 Mounting Brackets (as required) 

3.	 Appropriate Screws (as required)

1.	 Shade Assembly

2.	 Mounting Brackets (as required) 

3.	 Appropriate Screws (as required)

1.	 Shade Assembly

2.	 2 X Bracket Cover

3.	 2 X Mounting Bracket

4.	 Appropriate Screws

1.	 Shade Assembly

2.	 2 X Bracket Cover

3.	 2 X Mounting Bracket

4.	 Appropriate Screws

CASSETTE SYSTEM

1 1

SECTION G | TROUBLESHOOTING

NO. PROBLEM CAUSE SOLUTION

1
Erratic Behaviour

Blind falls

Spring Control on wrong end Remove and re-install on other end

No Pre-Turns Refer to charts for correct pre-turns

2 Blind will raise quickly
Wrong Decelerator Remove and re-install correct Decelerator

Too many Pre-Turns Remove Pre-Turns

For pretension + limit position adjustment please refer to the Installation Manual

3 3


