
Is your current 
Tension Device compliant?  

Chainhold Tension Device

Effective June 1, 2024, all window 

coverings with a chain or cord 

loop MUST have an ANSI/WCMA 

A100.1.2022 compliant tension device.

The Rollease Acmeda Chainhold 

Tension Device has been tested and 

approved to comply with the ANSI/
WCMA A100.1-2022 safety standard.

Many tension devices are not compliant 

Chainhold features

• Quick and easy assembly

• Fast installation with outside 
mounting bracket available

• Smooth operation with both 
Rollease Acmeda metal and plastic 
stop balls and chain connectors

Certified by  
third party 

accredited lab

https://wcmanet.com/wp-content/uploads/2023/04/WCMA-100.1-2022-FINAL-Read-Only.pdf
https://wcmanet.com/wp-content/uploads/2023/04/WCMA-100.1-2022-FINAL-Read-Only.pdf
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1. Individual components

Ordering the 
Chainhold Tension Device

2. Chainhold Tension Device Set

(200 pieces/pack)

(200 pieces/pack)

Item Code Description Available in

A RB91-1336-xxx000 Chainhold Cover

B RB91-1337-xxx000 Chainhold Base Assembly

C RB91-1338-001110 Chainhold Mounting Kit Clear

D RB91-1338-001210 Chainhold Floor Fix Bracket

E RB91-1338-001310 Chainhold Side Fix Bracket

A.

A.

B. C. D. E.

Contact your Regional Sales Manager  to get more information or to place an order.
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Item Code Description Available in

A RB91-1351-001110 Chainhold Tension Device Set


