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ASSEMBLY

INSTALLATION
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1.	 Place bead chain or cord on the 
bottom groove of the Chainhold/
Cordhold base. 

2.	 Use a small tool to push locking pin 
on the tension device to unlock.

3.	 Rotate and snap-fit cover and base 
together.

1.	 Use a small tool or the feature on 
the spacer tool to push the locking 
pin on the tension device to unlock.

2.	 With locking pin pushed in, pull 
down on the tension device to apply 
tension.

3.	 (Optional) Utilize the spacer tool 
to maintain tension. Identify the 
correct side depending on the 
operating CCL type for the shade 
and press/slip on the spacer tool, 
allowing it to sit on top of the device 
and maintain tension.

4.	 With tension applied, mark the 
screw hole with pencil.

5.	 Screw device into wall.

6.	 Remove spacer tool. 

ADDITIONAL MOUNTING OPTIONS

OUTSIDE MOUNT FLOOR MOUNT
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1.	 When using adhesive bracket, with tension applied, mark mounting position with pencil.

2.	 Clean mounting surface (IPA/water mixture recommended). 

3.	 Peel off adhesive backing.

4.	 Press and hold the bracket onto mounting surface for 10 seconds. If utilizing the spacer tool, ensure to follow the applicable 
steps in the Installation section above. Allow the adhesive backing to set for 24 hours and remove the spacer tool (if 
applicable) prior to operation.

ADHESIVE MOUNT

1.	 With provided screws, install bracket first with large screws (use Flex Chainhold/Cordhold marked screw hole locations as 
reference). 

2.	 Install Flex Chainhold/Cordhold into bracket with small screws. If utilizing the spacer tool, ensure to follow the applicable 
steps in the Installation section above and ensure the tool is removed prior to operation.

UNLOCKING
PIN

3.

2.

4.

1. 2.

1. 2.


