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Chainhold Tension Device
Our Chainhold Tension Device provides a simple and robust solution for manual shading systems.
The 2-piece solution keeps chain under tension, and prevents the shade from operating if installed 
incorrectly. Using the Chainhold ensures compliance with the ANSI/WCMA A100.1-2022 child safety 
standard set by Health Canada and the Window Covering Manufacturers Association (WCMA).

• Quick and easy to assemble
• Brackets available for outside mount and mounting to the windowsill
• Sleek appearance: small, attractive design blends with any decor
• Smooth operation with metal and plastic stop balls and chain connectors
• UV Resistant
• Complies with ANSI/WCMA A100.1-2022 safety standard
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Components

Assembly

A.

3. Pull chain out of base 
groove, and up until plunger sits 
at the top.

2. 3.

2. Snap cover onto the base 4. Mark holes (optional) and 
screw into wall.

Inside Mount

1. Place the chain in the 
base groove

Outside Mount

1.

B. C. F.D. E.

Item Code Description Available in

A RB91-1336-xxx000 Chainhold Cover Clear, White, Black & Gray

B RB91-1337-xxx000 Chainhold Base Assembly Clear, White, Black & Gray

C RB91-1338-001110 Chainhold Mounting Kit Clear Clear Only

D RB91-1338-001210  Chainhold Floor Fix Bracket Clear Only

E RB91-1338-001310 Chainhold Side Fix Bracket Clear Only

F MK04-INST-133102 Chainhold Instructions -

A+B+C RB91-1351-001110 Chainhold Set Clear Only

CHAIN TENSION DEVICE Installation Instructions
  GETTING STARTED
IMPORTANT:  The included screws can be screwed directly into wood.  
When attaching to drywall or metal, use anchors that are designed for 
such substrates.  See your hardware store or supplier for guidance on 
appropriate anchors for your substrate.
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TOOLS NEEDED: 
• Pencil

• screw
Phillips head 

driver• Tape measure
• Power drill

  STEP 2: MOUNT TENSION DEVICE

PARTS INCLUDED:  

SCREWS
2 LARGE 
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  STEP 1: POSITION TENSION DEVICE
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The tension device must be installed to make the shade fully operable.

CHAIN TENSION DEVICE
Installation Instructions
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GENERAL NOTE: If mounting into wood, pre-drill screw holes and then 
install the tension device using the 2 large screws provided.

If not securing into wood, use appropriate anchors for the substrate and 
follow anchor manufacturer’s instructions.

mark
USING A BRA

s and fix the br
CKET: 

acket.
Align the mounting bracket sight holes with the pencil 

Pres
the 2 small scr

s the t 
e

ension de
ws pr

vic
o 

e ont
vided, through the t

o the mounting br
ension de

acket pos
vic 

t
e int

s.  Carefull
o the mounting 

y install 

br
DO NO

ack 
T OVER-

et using a Phillips head scr
TIGHTEN. 

ewdriver.  

hol
Sight 

e

hol
Sight 

e

FLOOR MOUNT INSTRUCTIONS:

Securely fix the floor mount bracket to desired location.

Assemble with chainhold & chain.

3⁄8” (10mm)




