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SL15 & SL20 SPRING ASSIST BOOSTER

SPRING ASSIST BOOSTER SL15 & SL20 BOOSTER ASSEMBLY

Reduces user effort by 40%. For SL15, align and insert the 
connector in the clutch and 
secure it with the screw and 

washer provided.

For SL20, align and insert the 
connector in the clutch and 

secure it with the screw 
provided. 

LARGER SHADES POSSIBLE

Align and insert the clutch into 
the booster.

Secure the clutch with seegar 
clip provided.

Compatible with 1.5” tube and adapters available for use in 2” tube. Note: Make sure the connector is fully inserted and tightened securely 
when attaching the screw and washer with a drill or screwdriver.

CONTROLS

 SL15 / SL20

BRACKETS

                                                      

WIRE GUIDE EASY-LINK MOUNTING RAIL CASSETTE FASCIA P95 PELMET CF90 POCKET

SYSTEM REFERENCE GUIDE | MEDIUM | US | p.05

WEBPAGE LINK

HARDWARE

•	 Chain Boosters compatible with SL15/SL20 clutches.
•	 Decreases user effort by up to 40%.
•	 Control larger or linked shades with minimal effort.
•	 Retrofit a shade on-site to achieve a lighter lifting solution.
•	 Standard and Heavy Duty versions available.
•	 Right hand and left hand versions available.

PIN END

https://www.rolleaseacmeda.com/us/products/product-detail/skyline-clutch-operated


TECHNICAL DATA

CONTROL CAPACITY | 2”CONTROL CAPACITY | 1-1/2”

PRODUCT SPECIFICATIONS
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SL20 + Booster

BOOSTER TYPE PARAMETERS:

FABRIC DENSITY: 390gsm

FABRIC THICKNESS: 0.6mm

WEIGHT BAR: D30 Bottom Rail

SL15

SL20

SL15 or SL20 + Booster

Control Capacity | 2" Tube
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Control Capacity | 1.5" Tube
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BOOSTER TYPE PARAMETERS:

SL15

SL20

SL15 or SL20 + Booster

FABRIC DENSITY: 390gsm

FABRIC THICKNESS: 0.6mm

WEIGHT BAR: D30 Bottom Rail

CONTROL 
OPTIONS

MINIMUM SHADE WIDTH 
(no covers)

TUBE DEDUCTIONS

NO BRACKET
COVERS

WITH BRACKET 
COVERS

inch mm inch mm inch mm

SL15 4.9 125 1.1 29 1.2 31

SL20 5.2 133 1.2 31 1.3 33

SL15 + STD SPRING ASSIST 31.8 809 1.1 29 1.2 31

SL15 + HD SPRING ASSIST 38.2 971 1.1 29 1.2 31

SL20 + STD SPRING ASSIST 32 813 1.2 31 1.3 33

SL20 + HD SPRING ASSIST 38.4 975 1.2 31 1.3 33

Minimum Shade Width based on 0.8” / 20mm gap between hardware in tube.

  PIN END    CONTROL 
  TUBE WIDTH  

  SHADE WIDTH  

https://www.texstyle.com.au/collections/balmoral
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